










































































































































































































































































































































































































































































































































































































































































































































Developing A Culture of Attentiveness 

The policy employed in administering an assignment to a group of students is that the 
students each receive the same set of algorithmically generated questions. The question shown 
above is one of a set of three questions that the students would receive for this particular week 
long assignment. There are five attempts permitted on this assignment. An attempt is defined 
as a student submitting the complete set of questions for grading. The assignment may be 
printed for offline work, and the randomly generated elements of the question will remain 
unchanged until the student submits an assignment attempt. When a student submits an as­
sigm11ent attempt, they are shown the complete set of comprehensive solutions in the form of 
feedback. They may save and review these solutions at any time, but when they obtain a new 
version of the assignment after submitting an attempt and reviewing feedback, the randomly 
generated elements in the question have all changed. 

The correct solution method is demonstrated in class and reinforced through the feedback, 
but student consideration of the problem and calculation accuracy and precision are reinforced 
through the requirement of the correct set of answers for full marks in the assignment. 

This software has been in use at the MI for two years and some clear observations can be 
made at this point. Firstly, students are spending more time on their individual assignments. 
There may have been plagiarism on assignments in the past, but now the instructors who use 
this tool promote student collaboration in the form of discussion of methods to solve the assign­
ment problems. This is a good thing since much of shipboard work requires working in teams. 
However, where each student receives the same question set but with a randomly generated set 
of numbers for their personalized assignment, it can be trusted that each student perfom1s their 
own workings for their own assignments. 

It is felt that this software can be used to increase the care a student takes in their work with 
the goal of making the quick accurate performance of relatively simple tasks a habit. Qualita­
tively this was observed in the class results from last year's students . After using Maple TA for 
their assignments, student performance appeared to have improved on the same type of ques­
tions as shown in Table 1 with an average score now being 61 %. It should be noted that this is a 
subjective result and not the results of a prepared trial and lacked baseline data for comparison. 
However it indicated that there would be benefit in performing a formal study. 

5. Methodology for Testing the Improvement in Inadvertent Errors. 

The intent of this study is to gauge the effect of the instructional method and evaluation of the 
accuracy and precision of manually performed calculations. To this end, for each group of 
students we consider we will first have to determine baseline data to evaluate how precise and 
accurate they are in performing calculations before we begin our course. Then we will teach the 
course and use tools and evaluation methods which will require them to be accurate and precise 
in order for the students to obtain marks for the evaluation tools being used. Finally we will 
administer a similar test to that which was given at the start of the course in an attempt to assess 
the impact of the course delivery method on calculation accuracy and precision. 

How assignments are administered can be controlled (using MapleT.A.) by the instruc­
tor, but the authors have chosen to have up to five attempts at each assignment granted to the 
student. When a student submits an assignment the student will receive immediate feedback 
as to their score on the assignment and will have access to the complete correct solution to the 
assignment as it should have been submitted for full marks. If the student is not satisfied with 
their mark, or if they simply want more practice, they may make another attempt at the assign­
ment. 
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The primary theme of the assignments delivered in the course is to reinforce solution meth­
ods for applied math type problems that were taught and demonstrated in class. The underlying 
theme of the assignment philosophy is to train students to apply the correct methods , but just as 
importantly to reinforce with the students that precision and accuracy in calculations must be 
consistently maintained in order to receive the full grade for that course element. 

During the applied math course being taught, the students will be coached and instructed in 
the use of MapleT.A. to receive and submit their assignments. Student will be fully info1med 
on the policies programmed into MapleT.A. and all assignment questions will have a clear 
statement regarding the precision required in their calculations as well as a margin of error 
that is programmed into each question to define what is acceptable as a correct answer by the 
software. 

In point form, the assignment policy is: 
1. Questions in assignments will include a statement of the required number of signifi­

cant figures to be carried in order to obtain the correct answer. 
2. A small margin of error, typically on the order of±0.5% will be acceptable from the 

answer calculated perfectly using the stated number of significant figures. 
3. Each assignment submitted shall be graded independently of the assignment submis­

sions before it. To obtain a perfect score of 100%, all questions in the assignment 
must be submitted with correct answers within the previously stated criteria in the 
same submission. 

4 . The solution to each assignment question shall be made available following the sub­
mission of each complete set of assignment questions. 

5. All assignments shall be algorithmically generated and the numbers in each ques­
tion shall be randomly generated. All assignment questions will have at least 10 000 
possible permutations. 

6. The highest grade achieved on any of the submissions of an assignment will be the 
mark awarded to the student for that assignment. 

7. Part marks for assignments will not be granted based on workings but some ques­
tions may have multiple parts and marks may be awarded for each part indepen­
dently. 

Questions for mid-term tests and the final exam for the course shall be developed with the 
same requirements of accuracy and precision, but part marks will be granted based on work­
mgs. 

6. Evaluating the Improvement: 

At the start of each course where student performance will be measured for this study, the 
authors intend to benchmark the students. A test will be administered consisting of a series of 
short math and applied math questions based on material that was taught in previous courses 
and in high school. An example of such a question might be to calculate the area of a complex 
geometric shape made up from simple shapes and appropriately dimensioned. The skills are 
trivial but logic must be employed and both precision and accuracy have to be employed in 
order to get the correct answer. Accuracy must be good in the sense that the correct numbers 
must be used in the calculations in order to obtain the correct final answer. Precision will also 
be evaluated by offering similar questions multiple times, such as the case where the complex 
shape is used in several questions but the dimensions vary each time. 
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Each student will receive a test consisting of30 such questions and the test will be adminis­
tered through Maple TA .. A time limit of 50 minutes will be applied to the test which will force 
the students do their best to work quickly yet with accuracy and precision. 

The same test (with different randomly generated numbers) will be administered to the stu­
dents at the end of the course with the intention of measuring the students calculation accuracy 
and precision before and after the course. 

7. Conclusions: 

The shipping industry, more so than most, is unforgiving when it comes to making enors. This 
includes small inadvertent errors that appear inconsequential as well as major misunderstand­
ings. While these enors tend to fall into the category of "human errors", it is felt that their 
cause is not fully captured by the traditional factors involving human errors such as fatigue or 
insufficient training. 

Instead it is felt that developing a habit in students to calculate quickly, but more impor­
tantly accurately, will help to reduce these errors. This will be done by emphasizing the impor­
tance of having all stages ofa solution correct. 

The authors have outlined a methodology that will be applied to evaluate the effectiveness 
of emphasizing the importance of accuracy in student work. It is expected that accuracy will 
improve and provide students with a valuable skill that they will use throughout their careers. 
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Abstract: The main objective of this paper is to present a basic model for simulating 
a hydrogen-powered cargo ship engine room and monitor the dynamic parameters 
related to operation of the engine using suitable simulation techniques . The model­
ing of a hydrogen powered ship engine room is important and will open a new direc­
tion in comparative studies of th is new technology and combustion type engine room. 
The knowledge obtained from hydrogen cars shows interesting results in two particular 
aspects; the efficiency improves drastical ly and hydrogen powered cars .have about 
74% less parts. This in turn will drastica lly reduce the weight of a vehicle. Since hydro­
gen has half the energy density of gasoline and heavy oil used in shipping, hydrogen 
powered ships wil l require more storage space for long distance journeys. Hydrogen 
storage technology research shows promising alternatives for safe and compact stor­
age. Onsite, on- demand hydrogen generators are available and could be utilized for 
future ship design. The results of the simulation are compared to a combustion engine 
room and also we look at the number of parameters monitored in a typical combus­
tion engine. An attempt is made to estimate the size of a hydrogen powered engine 
room based on latest commercially avai lable fuel cell, other electronic components and 
electric motors. The outcome of simulation will be analyzed for the operation simplicity 
and environmental impact. In our first attempt to demonstrate the virtual operation of a 
hydrogen powered ship, we wil l build a model based on input-output characteristics of 
each component and will include the monitoring of some basic physical functions, such 
as temperature, hydrogen intake pressure, volts and amperes delivered to load. The 
torque -speed characteristics of the electric motor used in our model will be integrated 
into simulation 
Keywords: Hydrogen powered ship, cargo ship, maritime, marine environment, hydro­
gen ship simulation, LNG 

1. Introduction 

There is no doubt that electric propulsion for ships has many advantages, which include low 
pollution, low noise, less space and maneuverability. A typical electric propulsion system con-
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sis ts of a number of subsystems shown in Fig. 1. This scheme requires a number of components 
that have been designed for DC ships and the latest class of electric AC ships [ 1 i, ii2, iii3]. Due to 
weight, size and maintenance, DC ship designs were abandoned for AC powered ships. A great 
number of warships employ electric propulsion where maneuverability is a factor and electric 
propulsion is desirable for cruise ships because of low noise. 
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Prime 

mover 

Electric 

generator 

Figure 1 Typical Electric Propulsion 
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Electric 
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DC propulsion is common in submarines where the power source is a hydrogen fuel cell or 
nuclear pO\.ver. The latest developments in hydrogen fuel cell technology, hydrogen generation 
technology and power electronics make hydrogen fueled electric propulsion system an attrac­
tive alternative for commercial ships. The idea of hydrogen propulsion should be coupled with 
hydrogen economy proposed at IAMU AGAl 1 and AGA12, [4, 5, and 6] which details the is­
sue of hydrogen economy and comparative analysis of combustion cargo ship verses hydrogen 
powered cargo ships. To demonstrate the operational characteristics of a hydrogen powered 
ship, we have used Math-Lab, Power-Sim program. The basic assumption for our design is that 
hydrogen powered ships can be built by using a modular design concept. The idea is to deliver 
power to the main shaft by integrating a number of low powered motors synchronized and 
controlled by a central computer. This scheme can be implemented by a variety of designs and 
has many advantages, such as reliability and use of modular low power fuel cells and hydrogen 
generators or storage for hydrogen supply. The use of mobile Marine Energy producing and 
Refueling Platfonns (MERPs) will make implementation of this approach for future ship design 
possible, since these ships will require minimal storage capacity. 

Mathematical Model of for Hydrogen Fuel Cell 
The mathematical model for Proton Exchange Membrane (PEM) hydrogen fuel cell is 

based on diffusion of hydrogen gas in the electrodes. There are a number of assumptions for 
(PEM) type fuel cell, listed in [7]. In this paper we outline the parameters we have included in 
our simulation model of fuel cell. The output voltage for a single fuel cell is obtained from: 

Eccu= Eoccn - KE (T- 289) 

Where, ~is an empirical constant when calculating Eo. in volts/Kelvin at 289 degrees and 
one atmosphere. 

Stacks are formed by layers of individual cells and the detailed model for a particular 
cell stack is constructed when a number of parameters such as pressure, fuel composition and 
hydrogen air flow rates vary. The open circuit voltage, current and Tafel slope are expressed as: 

Eoc =K~Ece/L 

-AG/RT} 1Rh I = [ZFk (Pm +P,12) e 1, . 

A=RT/Za.F 

356 



Amani, Strez 

C is stack voltage constant, Z- number of electrons, F= 96845 is Faraday's potential, k -
Boltz~ann's constant, P Hz and P 

02 
are partial pressures of hydrogen and oxygen inside the stack, 

t.G activation barrier size, R -8.3 145 JI mol-Kelvin , T - operating temperature, h- Plank's 
constant and a- charge transfer coefficient. 

The hydrogen and oxygen utilization are given by: 
U . 60000RTNI 

Hi - ZFP1 V (xo/o) ' 

P 
1
- fuel pressure, x% percentage of hydrogen in fuel 

U _ 60000RTNI 

02 - 2ZFP20V(y%) 

P 
2 

_ absolute supply air pressure, y% - percentage of oxygen in the oxidant. 

The hydrogen fuel cell and induction motor basic models are used from the components of 
Sim-Power but the entire auxiliary circuits and subsystems are designed in order to achieve the 
desired results for the simulation of hydrogen powered ship engine room. We have limited the 
scope of this paper to an introductory level simulation just to demonstrate the idea. 

The Simulation Process 
The block diagram of the simulation circuit is depicted in Fig.2 . There are three main 

blocks in the circuit. The first block is the hydrogen fuel cell. In our simulation we have se­
lected only hydrogen as input to the system. The model does not represent system temperature 
variation, air flow pressure, fuel pressure and many other parameters that will give us a detailed 
view of the engine room monitoring system. The motor block measurement circuit contains a 
number of subsystems for conversion of motor complex variables to real and also subsystems to 
measure motor RPM and other related parameters. The intermediate block is an inverter circuit 
using IGBT type transistors and is driven by pulse width modulator. 

To see a drastic change in the values of simulation parameters, we have chosen to vary 
the mechanical torque as input to the drive system. Hydrogen supply regulator was designed 
to take the power demand by reading current delivered by fuel cell to the induction motor, the 
per phase 11T1S value of the stator current which is representative current delivered by fuel cell 
was programmed to simulate hydrogen flow rate and utilization. The result of simulations must 
be considered to be the case for an ideal system, since we have assumed forward voltages of 
I GB Ts to zero and also all losses incurred in induction motor are not represented in this model. 
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To simulate a more realistic engine room, one must take all the losses, temperature depen­
dence of hydrogen fuel cell and hydrogen supply pressure which we will present in the future . 

Hydrogen 

supply 

Regulator 

Hydrogen 

Fuel Cell 

RMS Value of 

stator Current 

Figure 2 Block Diagram of Simulation 
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Motor 

Voltage 

regulator 

subsystems 

Input Torque 
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Inverter 
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The Math-lab simulation model is complex, it requires many sub systems each containing 
secondary and sublevel systems. A simple first level component and subsystems is presented in 
fig. 3. There are a number of monitoring screens which can incorporate detailed monitoring of 
a large number of variables. We have limited ourselves to four monitors. Figure 3 from left to 
right the first top monitor display gas flow and utilization of HFC, the second displays electric 
output parameters ofHFC, the third monitor displays inverter input and output variables and the 
last on the right displays the motor electric and mechanical characteristics. 

1-<St .. k.-.-f!loo ~)'IQ) IA1f1.l"•llo,.J; F .. l(~ I.. rl~ 

--~ EPl<l•11tr(%1~ 

Figure 3 Actual Power-Sim Simulation Block Diagram 

To present a complete picture of simulation analysis is out of the scope of this paper; there­
fore, only a few parameters are presented to emphasize the importance of this type of research 
in maritime related industries. The first graph in Fig.4 displays volt-ampere characteristic of 
the fuel cell employed in simulation. The result of simulation is within the range of these char­
acteristics. It is important to point that the reason for selecting a low power fuel cell and motor 
is because the drive is considered to be a modular drive system. The preference would be a 
300KW fuel cell driving 300KW motors running at 60Hz and sixty poles and producing 120 
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RPM max. Sixty motors integrated into a modular drive system will for our simulation result in 
a 3MW drive and for300KW HFC to 18MW power needed for this purpose. 
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Figure 4 HFC Characteristics 

The operating characteristics of the hydrogen fuel cell in Fig. 5, shows that it responds to 
power demand by the motor. The nominal characteristics of the fuel cell we have used for this 
simulation are ; 

Stack Power: 50,000W max l 20.4KW 
Resistance =0.66404 ohms 
Nearest cell voltage= 1.1342 V 
Utilization H,; 99.25% 00 70.4% 
Consumption " H

2 
501.8 slp~, air 1194 slpm 

Fuel composition %x = 99.95 % %y = 21 % 
Hydrogen flow rate 417.4 lpm max 1460 !pm 
Air flow rate 2100 lpm max 73 50 lpm 

Fig. 5 shows the result of simulation for some these parameters. The nearest volts goes to 
zero once a large torque is applied to the motor, the fuel cell current jumps to a very high value 
exceeding the operating maximum of 280A because of large starting current of induction motor 
but stays around and below 280 A. 
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<ci.irrenr> 

Tjme:offset O 

Figure 5 Fuel Cell Response 

The flow rate for fuel and air stays within range after the induction motor transition period 
ends and reaches steady state. 

Fig.6 is the response of the induction motor powered by fuel cell. The output of HFC is 
connected to the input of an inverter, which produces sixty Hertz sinusoidal three phase volt­
ages and currents. The RMS value of the motor current is defining the behavior of the fuel cell 
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Figure 6 Induction Motor Response 

1. Stator Phase Cunent (A) 
2. Magnetic Flux (Wb) 
3. Input torque (N-m) 
4. MotorRPM 
5. RMS value of bus voltage 
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2. Discussions Conclusions 

This simulation is a model calculation for further development of the modular hydrogen pow­
ered ships. There are many reasons to think about modular drive system which first time was 
introduced at AGA 11 in Pusan South Korea. 

First it is more reliable design since the failure of one module will not compromise the 
integrity of the total drive system. 

Second requires low power electronic components leading to lower prices for construction. 
Third it allows the employment of small size Methane Steam Reformer modules for onsite 

on-demand hydrogen production, thus reducing criteria emission. 
Fourth it will use LNG as fuel to produce hydrogen and the technology for transporting and 

storing LNG is already developed. 
Fifth the sensors and powerful electronic compact mechanisms pave the way for synchro­

nization of all modules and therefore creating possibilities for a number of ways to apply the 
concept of modular drive system. 

Here we presented the simulation for only one module. To integrate a number of mod­
ules, the computing facilities must be large and requires the collaboration of at least five field of 
engineering which we hope to achieve for complete demonstration of this idea. The electrical 
engineers, to oversee the design of realistic modules presented here and to see the integration 
of these modules through a complex control system, marine engineers, naval architects and, 
mechanical engineers and computer engineers. 

The perfect model ship for future will be a hydrogen powered ship with the use of 
renewable resources integrated in the design and having auxiliary LNG and Steam Methane 
Reformers on board. This will eliminate one of disadvantage of hydrogen for ships which is 
low energy density, a quarter of HFO. LNG having a higher energy density will reduce relative 
storage needed for hydrogen powered ships. 
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